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COMPASS GROUP UK & IRELAND – RISK ASSESSMENT


	Ref. CAT 08
	Task/Activity: Using Bonzer Can Openers
	Assessment date:

	Unit No:
	Unit name/location:
	Assessed by:

	Hazard
	Safety Risk
	Safe System of Work / Control Measures

	Sharp edge of removed can lid
Rough edge of welded seam around top of can after opening

Metal swarfs

Loose labels


	Cuts, lacerations, abrasions, puncture wounds
Contamination of food with metal swarfs

May increase the risk of cuts, lacerations and abrasions if the can slips from the operator’s grip 
	· Can openers only to be used only by employees who are trained in their correct use.

· Can openers to be cleaned at least daily, paying particular attention to the area around the blade and grip wheel where metal swarfs and food debris can collect.

· The condition of the blade to be visually checked on a weekly basis and the blade replaced by a responsible person if a visible “notch” is identified or the point appears blunt.

· Remove the label from the can if it is not securely stuck in place

· After putting the can in position, lower the Bonzer handle firmly to puncture the lid with the blade. 

· Operate the Bonzer handle so that the lid is detached completely from the can.

· Remove the can from beneath the Bonzer, taking care to avoid handling the rim of the can, which may have become roughened by the grip wheel during the opening process.

· Using a suitable blunt object e.g. spoon handle, lift one edge of the can lid and carefully remove it by gripping it between thumb and index finger, avoiding contact with the sharp edge. Place the lid to one side.

· Check the contents of the can for metal swarfs, remove any that are visible with a spoon and dispose of them before emptying the can.
· Carefully pick up the lid and place it into the empty can, squash the can so that the lid will not fall out and place it in the refuse container.

· If empty cans are washed and retained for recycling, carefully wrap the lids in waste paper before placing them in the refuse container  



	Who may be affected by the task/activity?

(Tick all applicable boxes)
	
	

	Compass employees/Agency staff
	
	
	

	Customers / Client staff
	
	
	

	Visitors / Members of the Public
	
	
	

	Maintenance personnel
	
	
	

	Delivery personnel
	
	
	

	Other (specify below)


	
	
	

	IMPORTANT - This risk assessment should be reviewed every 3 years, or whenever there is a significant change in the task or activity and following any accident or incident involving this task or activity. This risk assessment must be retained for a period of 6 years.
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