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COMPASS GROUP UK & IRELAND – RISK ASSESSMENT


	Ref: POR 01
	Task/Activity: Barrier & Isolation Cleaning
	Assessment date:

	Unit No: 
	Unit name/location: 
	Assessed by:

	Hazard
	Safety Risk
	Safe System of Work / Control Measures

	Infected materials and fluids

Cleaning products and disinfectants

Manual Handling

Wet floors

Working at heights
	Infection by viruses and bacteria, for example:

MRSA

HIV

Hepatitis

Typhoid etc.

Irritation to skin and eyes

Back and muscle strain

Slips and falls

Falls from a height
	· Task to be completed only by trained staff

· Plan the task and assemble all equipment, chemicals, waste containers etc. needed for the task. Where equipment packs are assembled by another person e.g. medical staff, ensure that all necessary equipment is present before the task is begun.

· Wear protective clothing appropriate to the particular risk as advised by the Client/Infection Control before entering the location

· Erect suitable signage and barriers to prevent unauthorised access

· Take everything required for the task into the room and close/seal the door

· Complete the task in one session, avoiding the need to go out of and re-enter the room

· When finished, decontaminate/disinfect/discard all equipment, chemical containers and protective equipment as appropriate

· Anything that is to be discarded should be put into the appropriate container for disposal whilst still inside the room.
· Implement the Safe System of Work/Control Measures in the Electrical Safety, Ref No. MAN 05, including regular PAT safety testing, Ladders & Ladder Register, Ref. MAN 12 Risk Assessments, COSHH Product Assessments and manual handling safety precautions.
 

	Who may be affected by the task/activity?

(Tick all applicable boxes)
	
	

	Compass employees/Agency staff
	
	
	

	Customers / Client staff
	
	
	

	Visitors / Members of the Public
	
	
	

	Maintenance personnel
	
	
	

	Delivery personnel
	
	
	

	Other (specify below)


	
	
	

	IMPORTANT - This risk assessment should be reviewed every 3 years, or whenever there is a significant change in the task or activity and following any accident or incident involving this task or activity. This risk assessment must be retained for a period of 6 years.
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